
Renkert Oil supplies ProBright 150, a traditional Group I  
bright stock, an amber colored, heavy extender oil. 
Additionally, we have introduced Renoil 1000-LV and 
Renoil 1500-LV, low volatility, highly refined Group II  
heavy distillate technical white oils.

FEATURES
Both approaches provide low volatility which means the 
process oil stays in the TPE or rubber product providing 
ongoing softness and flexibility while minimizing any 
automotive fogging at high cabin temperatures.

The big advantage to Group II technical white mineral 
oils is UV stability and water white color. This allows light 
and vibrant colors to be produced, including color match.
Compared to traditional Group II viscosities, the higher 
molecular weight and lower volatility of Renoil 1000-LV 
and 1500-LV improve fogging performance up to 30%.

ProBright 150 premium quality process oil is a drop-in 
replacement or alternative to standard Group I bright 
stocks like Holly Sunpar 2280 and Ergon Hygold P150BS. 
Renkert-funded ARDL lab studies are available for EPDM 
and SEBS rubber process oil extension comparing these 
competitive bright stock oils.

APPLICATIONS
•	 �automotive interior moldings’ process oil providing soft 

touch and meeting fogging requirements. ProBright 150 
is ideal for dark or black colors and Renoil 1500-LV for 
light colors and color stability

•	 �automotive under the hood, high temperature rubber/
TPE applications. Low volatility for continued flexibility 

•	 �roofing compounds and rubber membranes with 
excellent low volatility for long service life. ProBright 150 
is best for black roofing and Renoil 1500-LV for white 
reflective membranes

•	 �wire and cable TPE or rubber insulation process oil to 
add flexibility and softness

Renoil LV - Low Volatility Mineral Oils:

•	 �have low volatility at elevated temperatures with a high 
flash point

•	 �have a high MW and carbon number for indirect food  
contact applications

•	 are highly refined with excellent color stability

•	 �meet requirements for Technical White Oil FDA 
21CFR178.3620(b)

 
ProBright – Low Volatility Mineral Oils:

ProBright 150 provides a competitively priced alternative 
for applications which are not color critical

•	 has a low volatility with a high MW, and high flash point

•	 �is a drop in replacement that can be mixed with other 
bright stock oils without concern

•	 �meet requirements for high quality mineral oil FDA 21 
CFR178.3620(c)

RENOIL™ GROUP I & II
LOW VOLATILITY MINERAL OILS
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RENOIL™ LOW VOLATILITY MINERAL OILS — CONTINUED

 
TEST DATA

Low Volatility Mineral Oils (Group I and II) 

Typical Properties Methods ProBright 150 
(Group 1)

Renoil 1000-LV  
(Group II)

Renoil 1500-LV 
(Group II)

Gravity API ASTM D1298 24.9 30.6 30.4

Specific Gravity ASTM D1298 0.9047 0.8730 0.8740

Viscosity cSt @ 40C ASTM D445 495 190 230

Viscosity cSt @ 100C ASTM D445 31.9 20.0 23.0

Viscosity SUS @ 100F ASTM D445 2600 1000 1200

Flash Point F (C) ASTM D92 572(300) 525(274) 525(274)

Pour Point F (C) ASTM D5950 21(-6) 10(-12) 10(-12)

Color Saybolt ASTM 1500 / D156 <3.5 +28 +26

Molecular Weight ASTM D2502 690 760 810

Carbon Number ASTM D2140 C49 C45 C48

21CFR178.3620 (b) FDA - - Pass Pass

21CFR178.3620 (c) FDA Pass - - - -


